
F7122.006
600 x 400 x 545 mm
384 x 324 x 428 mm

48 L
3'050 g
4 pieces

H0688.082
H0688.115
Auf Anfrage

Cooling element 500 ml
Cooling element 3'000 ml 
Closing strap 

220 x 150 x 20 mm
465 x 275 x 32 mm
On request

4 pieces
1 piece
1 piece

Taracell AG, Fahrbachweg 1, CH-5444 Künten 01.01.2025

Technical data sheet
Thermobox EPP L-KB

Article no.
Outer dimensions
Inner dimensions

Useful volume
Weight
Order unit

AccessoriesBasic version

Cover

Bottom part

Cooling element 500 ml

Cooling element 3'000 ml

Strap

Accessories (on request)
Article no. Description Dimensions Quantity per box
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Thermobox with 4 x 500ml + 1 x 3'000ml cooling element

Thermal performance
The thermal performance of our box depends on the outside temperature and the load. We will be
happy to check your specific requirements and optimise the box individually for your application.

Cooling element content
Water (H2O)

Conditioning temperature 
-10 °C

Cooling element content
PCM

Conditioning temperature 
-10 °C

Taracell AG, Fahrbachweg 1, CH-5444 Künten 01.01.2025

Not your taste?
No problem, we will be happy to put together a customised box that meets your exact requirements. 
Choose your preferred colour, adjust the density or add your company logo or individual labels to the box. 
Your ideas are incorporated directly into the design and we create your personalised box based on our tried-and-tested
standard models.
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Colour

Logo

Label

Density

Ambient temperature: 30°C
Temperature development in the box

Ambient temperature: 15°C
Temperature development in the box

Ambient temperature: 0°C
Temperature development in the box
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Ambient temperature: 30°C
Temperature development in the box

Ambient temperature: 15°C
Temperature development in the box

Ambient temperature: 0°C
Temperature development in the box
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